
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-707-5 CODE:  (IS) 
 
DATE: 05/01/2013 
 
SUBJECT: Joint Materials 
 
Section 707, Joint Materials, of the 2004 Edition of the Mississippi Standard Specifications for 
Road and Bridge Construction is hereby amended as follows: 
 
907-707.02.1.3--Concrete Joint Sealer Compound - Hot-Poured Elastic Type.  In the first 
paragraph of Subsection 707.02.1.3 on page 633, delete "AASHTO Designation: M 173" and 
replace with "AASHTO Designation: M 324 for Type I Joint and Crack Sealant". 
 
Delete in toto Subsection 707.02.1.5 on pages 634 and 635 and substitute: 
 
907-707.02.1.5--Backer Rod for Use with Hot and Cold Poured Joint Sealer.  The backer rod 
shall be a closed-cell foam rod made from polyethylene, polyolefin or similar type material, and 
shall conform to ASTM Designation: D 5249 with the exception that water absorption shall be 
determined by ASTM Designation: C 1016, Procedure A.  The backer rod shall either be a Type 
I, for use with either hot or cold poured joint sealers, or a Type 3, for use with cold poured joint 
sealers only.  Open-cell foam rods or open-cell foam rods covered with an impermeable sheath 
or skin shall not be allowed. 
 
The Contractor shall furnish a three linear foot sample of each shipment and three copies of the 
manufacturer’s certification that the backer rod meets the requirements of this specification. 
 
907-707.04--Rubber Type Gaskets for Joining Conduit.  In the first sentence of Subsection 
707.04 on page 636, delete the reference to “AASHTO Designation: M 315” and substitute 
“ASTM Designation: C 443”. 
 


